Router Model description:

Device Name: router4wlan1eth_adv

 This device was created using the

 Device creator utility and contains

 The following technologies:

  Technology     IF/Port Count

  ----------            -------------

  Ethernet                    1

  Wireless LAN          4

- IP Routing Parameters:

- Static Routing Table: promoted

- Interface Information

  IF0:  Address: promoted


Subnet Mask: Class C


Routing protocol: None

  IF1-IF4:  Address: No IP Address


    Routing protocol: None


    Subinterface Information: 4 Rows




 Name: IFx.y




 Status: promoted




 Address: promoted




 Subnet Mask: Class C

Wireless LAN Parameters:

  AP Functionality: Disabled

  Physical Characteristics: 802.11a

  Data Rate (bps): 12 Mbps

To install all what you need to do is download the node model into your op_model folder then refresh your OPNET model directory.

WLAN Workstation:

General Node Functions:

-----------------------

The wlan_wkstn_adv node model represents a workstation with client-server applications running over TCP/IP and UDP/IP. The workstation supports one underlying WLAN connection at 1 Mbps, 2 Mbps, 5.5 Mbps, and 11 Mbps. 

Protocols:

RIP, UDP, IP, TCP, IEEE 802.11, OSPF

Interconnections:

Either of the following:

1) 1 WLAN connection at 1 Mbps,

2) 1 WLAN connection at 2 Mbps,

3) 1 WLAN connection at 5.5 Mbps,

4) 1 WLAN connection at 11 Mbps 

To install all what you need to do is download the node model into your op_model folder then refresh your OPNET model directory.

